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The 100% Battery Electric LGV (Van-type)
Affordable, Dependable, and Environmentally Friendly

BYD's LGV (Van-type) utilizes the first battery that was purpose-built for vehicle electrification. Our proprietary battery
technology is the core of BYD's LGV, enabling 300 km of range with gradual battery degradation. This LGV is
designed to fit seamlessly into your fleet without changing the way you do business.

Environmentally friendly: no heavy metals or
toxic electrolytes.

High-efficiency, longitudinal mounted motors
that are integrated with the drive axle.
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Regenerative braking extends battery life and
reduces brake component wear.

Eliminate usual service cost associated with
diesel, CNG, and hybrid alternatives. Simplified
maintenance more cost-effective.

Office:
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WHAT SETS BYD APART

parts.

ECO-FRIENDLY SAFETY
Zero emission. Our iron-phosphate chemistry contains no heavy metals and the electrolyte / While undergoing nail penetration tests, the Blade Battery emitted nsither smoke nor fire after being

is non-toxic, penetrated, and its surface temperature only reached 30 to 60°C.

Energy cost comparison between a BYD T3 and a gasoline / diesel LGV

BYD T3 Gasoline LGV Diesel LGV
Energy consumption per 100km 16.7kWh 10L 7L

“Energy price (HKD) $1.3/kWh $17.24/L $14.3/L
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* Energy price is for general reference only and is not intended to be relied upon.

VEHICLE
Length 4,460 mm
Width 1,720 mm
Dimensions Height 1,875 mm
Wheelbase 2,725 mm
Curb Weight 1,709 kg (5 seats)
GVWR 2,420 kg
Top Speed 100 km/h
Gradeability 20%
Range® Up to 300 km
Performance Cargo Volume® Up to 3.8m°>
Min. Turning Radius <5.75m
Approach/ Departure Angle  >20°/ >19°
Suspension McPherson Strut Front, Leaf Spring Rear
Chassis Brakes Disc Brakes, ESP, Regenerative Braking
Tires 195/60 R16
Motor Type AC Permanent Magnet Synchronous Motor
Max Power 100 kW
Max Torque 210 N.m
Powertrain Battery Type BYD Blade (LFP) Battery
Battery Capacity® 44.9 kWh
Photo is reference only Charger CCS2, DC Max. 50KW / AC Max. 6.6KW
Charging Time@ DC 1~1.2h / AC 7~8h

Note: (D Testing Standard NEDC Homologation.
2 For 2 seats configuration.
@) Initial capacity shown. Numbers may decrease with time and use.
@ Battery age and outside ambient temperature affect charging times.
A The manufacturer’s warranty period of the power battery is 8years/500,000km (whichever comes first) and the drive motor is 5years/200,000km (whichever comes first). For
details, please refer to the terms and conditions of the warranty.

Locations of EV Chargers for Public Access
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